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PVC 3 & 4 Core Flat Cables PVC 3 & 4 Core Flat Cables



PVC 3 & 4 Core Round Cables PVC 3 & 4 Core Round Cables



PVC 3 & 4 Core Double
Sheathed Round Cables

PVC 3 & 4 Core Double
Sheathed Round Cables



Rubber 3 & 4 Core Flat
Cables EPDM

Rubber 3 & 4 Core Flat
Cables EPDM



Rubber 3 & 4 Core Round
Cables HO7RN-F

Rubber 3 & 4 Core Round
Cables HO7RN-F



PVC 3 & 4 Core Flat
Cables - AWG

PVC 3 & 4 Core Flat
Cables - AWG



Rubber 3 & 4 Core Flat
Cable - Awag EPDM

Rubber 3 & 4 Core Flat
Cable - Awag EPDM





SPECIAL FEATURES

Submersible Motor Winding
Wire Polywrap

Submersible Motor Winding
Wire Polywrap





CORE IDENTIFICATION

APPLICATIONS
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H05Z-K (300/500 V) 

2 Size in mm   Nos/Dia. (Nom.)  Insulation Thickness  Outer Dia in mm  Max. C.R in ohm/km
   in mm (Nom.) (Appx.) Copper 

 0.5 16/0.200 0.60 2.10 39.00

 0.75 24/0.200 0.60 2.20 26.00

 1 32/0.200 0.60 2.70 19.50 

> All are class 5 flexible conductor   > Insulation grade is T|1 

Conductor : Fine Stranded Copper (Class 5 - Flexible Plain Copper) to VDE 0295 IEC 60228 

Insulation 

Cross-linked Polymer : Polymer Compound, Flame Retardant, Low Smoke Halogen free EI5 LSZH

Colour : Green/Yellow, Blue, Black, Brown, Grey, Orange, Pink, Red, Violet, White, Green, 

  Yellow or other Colours

Flame Propagation : Zero Halogen IEC 60754-2, Flame Retardant Test as Per IEC 60332-1

• Special Heat Resistant Thermosetting Insulation

• High Current Carrying Capacity

• LSZN and Ozone Resistant Insulation Material 

• Better Fire Retardant Properties

• Non Corrosive & Non Toxic

• Longer Flex Life

CONSTRUCTION

TECHNICAL DATA

Operating Temp : -30°C to +90°C

Nominal Voltage : HO5Z-K : 300/500 V HO7Z-K : 450/750 V 

Test Voltage : HO5Z-K : 2000 V  HO7Z-K : 2500 V

Insulation Resistance : Min. 10 MΩ x km

Min. Bending Radius : 4 x Cable Diameter 

HO5Z-K, HO7Z-K  
Fixed Installation in Conduits And Under Plaster, for Appliance Wiring and Distribution Stations for Wiring 
of Lamps, Devices, Switchgear Cabinets and Distribution Boxes.

Standard length Cable Packing

Coils 100 and 200 m in Carton Boxes, Reels 

34 35

The number of wires is approximate and wire diameter is nominal; they shall be such as to satisfy the 
requirements of conductor resistance of IEC 60228 / DIN VDE 0295 / IS 8130 / BS 6360 or Ul83. 

Note : 

H07Z-K (450/750 V) 

The number of wires is approximate and wire diameter is nominal; they shall be such as to satisfy the 
requirements of conductor resistance of IEC 60228 / DIN VDE 0295 / IS 8130 / BS 6360 or Ul83. 

Note : 

2 Size in mm   Nos/Dia. (Nom.)  Insulation Thickness  Outer Dia in mm  Max. C.R in ohm/km
   in mm (Nom.) (Appx.) Copper 

 1.5 30/0.250 0.70 3.25 13.30

 2.5 50/0.250 0.80 3.80 7.98

 4 56/0.300 0.80 4.50 4.95

 6 84/0.300 0.80 5.25 3.30

 10 140/0.300 1.00 6.50 1.91

 16 224/0.300 1.00 8.00 1.21

 25 350/0.300 1.20 10.10 0.780

 35 490/0.300 1.20 11.30 0.554

 50 703/0.300 1.40 13.50 0.386

 70 988/0.300 1.40 15.30 0.272

 95 1349/0.300 1.60 18.00 0.206

 120 608/0.500 1.60 19.80 0.161

 150 760/0.500  1.80 22.30 0.129

 185 943/0.500 2.00 23.90 0.106

 240 1225/0.500 2.20 26.80 0.0801

> All are class 5 flexible conductor   > Insulation grade is T|1 

• Excellent Resistant to Moisture, Abrasion, 

Grace, Oil

• Excellent Mechanical & Electrical Properties

• Harmonized Acc. to European Standards

• Tested by SGS, EIL, RITES, NPC, INTERTEK

SPECIAL FEATURES

Non Corrosive Non Toxic LSZH
Heat Resistant Rubber Insulated
Non Sheathed Cables For Internal
Wiring (H05Z-K, H07Z-K) 

Non Corrosive Non Toxic LSZH
Heat Resistant Rubber Insulated
Non Sheathed Cables For Internal
Wiring (H05Z-K, H07Z-K) 



Heat-resistant PVC Insulated 
Non Sheathed Single Core 
Cables For Internal Wiring
(HO5V2-U, HO7V2-U)

Conductor : Solid Copper Conductor, Class 1 DIN VDE 0281, IEC 60228 

Insulation : Heat-Resistant Polyvinyl Chloride (PVC) Insulation

Colour : Green/Yellow, Blue, Black, Brown, Grey, Orange, Pink, Red, Violet, White, 

  Green, Yellow or other Colours

Flame Propagation : Flame Retardant Test as Per IEC 60332-1 

• Special Heat Resistant Insulation

• High Current Carrying Capacity 

• Less Heat Energy Radiation 

• Good Application of Insulation 

• Excellent Resistant to Moisture, Abrasion, Grace, Oil 

• Excellent Mechanical & Electrical Properties 

• Harmonized Acc. to European Standards 

• Insulation is Highly Thermal Stable 

• Tested by SGS, EIL, RITES, NPC, INTERTEK 

CONSTRUCTION

TECHNICAL DATA

Operating Temp : -30°C to +90°C 

Nominal Voltage : H05V2-U : 300/500 V H07V2-U : 450/750 V 

Test Voltage : H05V2-U : 2000 V  H07V2-U : 2500 V 

Insulation Resistance : 20 MΩ x km

Min. Bending Radius : 4 x Cable Diameter 

HO5V2-U, HO7V2-U 
For Internal Wiring of Appliances as well as Installation in an Electrical Conduit Pipe either on or 
Underneath Plaster.

Standard length Cable Packing

Coils 100 and 200 m in Carton Boxes, Reels 

APPLICATIONS

SPECIAL FEATURES

H05V2-U (300/500 V) 

H05V2-U (450/750 V) 

2 Size in mm   Nos/dia. (Nom.)  Insulation Thickness  Outer Dia in mm  Max. C.R in ohm/km
   in mm ( nom.) (Appx.) Copper 

 1.5 1/1.38 0.70 3.00 12.10

 2.5 1/1.78 0.80 3.60 7.41

 4 1/2.24 0.80 4.10 4.61

 6 1/2.78 0.80 4.70 3.08

 10 1/3.57 1.00 5.80 1.83

> All are class 1 solid conductor   > Insulation grade is T|1 

2 Size in mm   Nos/Dia. (Nom.)  Insulation Thickness  Outer Dia in mm  Max. C.R in ohm/km
   in mm (Nom.) (Appx.) Copper 

 0.5 1/0.80 0.60 2.10 36.00

 0.75 1/0.97 0.60 2.20 24.50

 1 1/1.13 0.60 2.60 18.10 

> All are class 1 solid conductor   > Insulation grade is T|1 

H05V2-U (300/500 V) 

H05V2-U (450/750 V) 

2 Size in mm   Nos/dia. (Nom.)  Insulation Thickness  Outer Dia in mm  Max. C.R in ohm/km
   in mm ( nom.) (Appx.) Copper 

 1.5 1/1.38 0.70 3.00 12.10

 2.5 1/1.78 0.80 3.60 7.41

 4 1/2.24 0.80 4.10 4.61

 6 1/2.78 0.80 4.70 3.08

 10 1/3.57 1.00 5.80 1.83

> All are class 1 solid conductor   > Insulation grade is T|1 

2 Size in mm   Nos/Dia. (Nom.)  Insulation Thickness  Outer Dia in mm  Max. C.R in ohm/km
   in mm (Nom.) (Appx.) Copper 

 0.5 1/0.80 0.60 2.10 36.00

 0.75 1/0.97 0.60 2.20 24.50

 1 1/1.13 0.60 2.60 18.10 

> All are class 1 solid conductor   > Insulation grade is T|1 

Heat-resistant PVC Insulated 
Non Sheathed Single Core 
Cables For Internal Wiring
(HO5V2-U, HO7V2-U)
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PVC Insulated 
Non Sheathed Single Core 
Cables For Internal Wiring
(HO5V-U, HO7V-U)

Conductor : Solid Copper Conductor, Class 1 DIN VDE 0281, IEC 60228 

Insulation : PVC Insulation Compound TI-1

Colour : Green/Yellow, Blue, Black, Brown, Grey, Orange, Pink, Red, Violet, White, 

  Green, Yellow or other Colours

Flame Propagation : Flame Retardant Test as Per IEC 60332-1 

Operating Temp : -20°C to +80°C 

Nominal Voltage : H05V-U : 300/500 V H07V-U : 450/750 V 

Test Voltage : H05V-U : 2000 V  H07V-U : 2500 V 

Insulation Resistance : 10 MΩ x km

Min. Bending Radius : 4 x Cable Diameter 

HO5V-U, HO7V-U 
Fixed Installation in Conduits and Under Plaster, For Appliance Wiring and Distribution Stations. 

Standard length Cable Packing

Coils 100 and 200 m in Carton Boxes, Reels 

• Good Application of Insulation 

• High Current Carrying Capacity

• Excellent Resistant to Moisture, Abrasion, Grace, Oil 

• Excellent Mechanical & Electrical Properties 

• Harmonized Acc. to European Standards 

• Steam and Boiling Water Resistant 

• Tested by SGS, EIL, RITES, NPC, INTERTEK 

CONSTRUCTION

TECHNICAL DATA

APPLICATIONS

H05V-U (300/500 V) 

H07V-U (450/750 V) 

2  Size in mm  Nos/Dia. (Nom.)  Insulation Thickness  Outer Dia in mm  Max. C.R in ohm/km
   in mm (Nom.) (Appx.) Copper 

 1.5 1/1.38 0.70 3.00 12.10

 2.5 1/1.78 0.80 3.60 7.41

 4 1/2.24 0.80 4.10 4.61

 6 1/2.78 0.80 4.70 3.08

 10 1/3.57 1.00 5.80 1.83

> All are class 1 solid conductor   > Insulation grade is T|1 

2 Size in mm   Nos/Dia. (Nom.)  Insulation Thickness  Outer Dia in mm  Max. C.R in ohm/km
   in mm (Nom.) (Appx.) Copper 

 0.5 1/0.80 0.60 2.10 36.00

 0.75 1/0.97 0.60 2.20 24.50

 1 1/1.13 0.60 2.60 18.10 

> All are class 1 solid conductor   > Insulation grade is T|1 

SPECIAL FEATURES

PVC Insulated 
Non Sheathed Single Core 
Cables For Internal Wiring
(HO5V-U, HO7V-U)
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Flexible Rubber Cables For 
Flexible Connection To
Electrical Equipment (HO7RN-F)

Single Core

Generally Conforms to, DIN VDE 0282 PART 810, IEC 245, BS7655,  Bs7919/ HD22.1, HD22.4

Conductor : Flexible Class 5 Copper Conductor According to DIN VDE 0295, IEC 60228

Insulation : EPDM-rubber, Core Identification by Colours

Sheathing : Weather - and Oil Resistant Rubber Black or Blue

   *Any Other Color on Specific Request Can also be Supplied 

TECHNICAL DATA

Operating Temp : -25°C to +90°C 

Nominal Voltage : 450/750 V 

Test Voltage : 2500 V 

Min. Bending Radius : 8 x Cable Diameter 

Flame Propagation : Flame Retardant Test as Per IEC 60332-1

HO7RN-F 
JAINSON H07RN-F Rubber Insulated and Sheathed Cables are Intended for Flexible Connection to 
Electrical Equipment. They are Suitable for Both Indoor and Outdoor Use in Industrial and Agricultural 
Plant and on Construction Sites.

Standard length Cable Packing

Coils 100 and 200 m in Carton Boxes, Reels 

APPLICATIONS

• Temperature Range -30° to +90°
• Designed for Heavy Duty Use
• Cur, Tear & Abrasion Resistant
• Exceptional Long Term Performance
• Excellent Resistant to Oils, Chemicals, Ozone & Solvents
• Excellent Weather Resistant
• Performs & Looks like Vulcanize Rubber
• Excellent Electrical Properties
• Approved by GWSSB, GWRDC, TWAD, PHED, PSTC, ONGC
• Tested by INTERTEK,SGS, EIL, RITES, NPC

   Insulation  Sheath   Max. C.R in

 Sq. mm Nos/Dia. Thickness Core Dia. Thickness Cable Dia. ohm/km

   (Nom.) in mm (Nom.) in mm in mm (Nom.) in mm (Nom.) Copper

 1 C X 1.5 22/0.300 0.80 3.25 1.40 6.20 12.10

 1 C X 2.5 36/0.300 0.80 3.80 1.40 6.70 7.41

 1 C X 4 56/0.300 0.90 4.50 1.50 7.50 4.95

 1 C X 6 84/0.300 1.00 5.25 1.60 8.60 3.30

 1 C X 10 140/0.300 1.00 7.00 1.80 10.80 1.91

 1 C X 16 224/0.300 1.20 8.15 1.90 12.20 1.21

 1 C X 25 350/0.300 1.20 9.95 2.00 14.20 0.780

 1 C X 35 490/0.300 1.40 11.10 2.20 15.70 0.554

 1 C X 50 703/0.300 1.40  13.30 2.40 18.30 0.386

 1 C X 70 988/0.300 1.60 15.15 2.60 20.60 0.272

 1 C X 95 1349/0.300 1.60 17.55 2.80 23.40 0.206

 1 C X 120 608/0.500 1.80 19.45 3.00 25.70 0.161

 1 C X 150 760/0.500 2.00 21.30 3.20 27.90 0.129

 1 C X 185 943/0.500 2.20 23.90 3.40 30.80 0.106

 1 C X 240 1225/0.500 2.40 27.10 3.50 34.10 0.0801

 1 C X 300 1498/0.500 2.60 29.60 3.60 36.80 0.0641

 1 C X 400 2035/0.500 2.80 33.80 3.80 41.60 0.0486

The number of wires is approximate and wire diameter is nominal; they shall be such as to satisfy the 
requirements of conductor resistance of IEC 60228 / DIN VDE 0295 / IS 8130 / BS 6360 or Ul83.

Note : 

Two Core

   Insulation  Sheath   Max. C.R in

 Sq. mm Nos/Dia. Thickness Core Dia. Thickness Cable Dia. ohm/km

   (Nom.) in mm (Nom.) in mm in mm (Nom.) in mm (Nom.) Copper

 2 C X 1 14/0.300 0.80 3.00 1.30 8.70 18.1

 2 C X 1.5 22/0.300 0.80 3.25 1.50 9.60 12.10

 2 C X 2.5 36/0.300 0.90 3.80 1.70 11.10 7.41

 2 C X 4 56/0.300 1.00 4.50 1.80 12.90 4.95

 2 C X 6 84/0.300 1.00 5.25 2.00  14.70 3.30

 2 C X 10 140/0.300 1.20 6.50 3.10 19.40 1.91

 2 C X 16 224/0.300 1.20 8.00 3.30 22.70 1.21

 2 C X 25 350/0.300 1.40 10.10 3.60 27.50 0.780

The number of wires is approximate and wire diameter is nominal; they shall be such as to satisfy the 
requirements of conductor resistance of IEC 60228 / DIN VDE 0295 / IS 8130 / BS 6360 or Ul83.

Note : 

SPECIAL FEATURES

CONSTRUCTION

Flexible Rubber Cables For 
Flexible Connection To
Electrical Equipment (HO7RN-F)
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Four Core

   Insulation  Sheath   Max. C.R in

 Sq. mm Nos/Dia. Thickness Core Dia. Thickness Cable Dia. ohm/km

   (Nom.) in mm (Nom.) in mm in mm (Nom.) in mm (Nom.) Copper

 4 C X 1 14/0.300 0.80 3.00 1.5 10.7 18.1

 4 C X 1.5  22/0.300  0.80 3.25  1.70  11.2  12.10

 4 C X 2.5  36/0.300  0.90  3.80  1.90  13  7.41

 4 C X 4  56/0.300  1.00  4.50  2.00  14.9 4.95

 4 C X 6  84/0.300  1.00  5.25  2.30  17.5  3.30

 4 C X 10  140/0.300  1.20  6.50  3.40  22.6  1.91

 4 C X 16  224/0.300  1.20  8.00  3.60  27.1  1.21

 4 C X 25  350/0.300  1.40  10.10  4.10  32.7  0.780

 4 C X 35  490/0.300  1.40  11.30  4.40  36.2  0.554

 4 C X 50  703/0.300  1.60  13.30  4.80  42.3  0.386

 4 C X 70  988/0.300  1.60  15.30  5.20  48.2  0.272

 4 C X 95  1349/0.300  1.80  18.00  5.90  55.6  0.206

 4 C X 120  608/0.500  2.00  19.80  6.00  61.2  0.161

 4 C X 150  760/0.500  2.20  22.00  6.50  66.00  0.129

 4C X 185  943/0.500  2.40  23.70  6.90  71.5  0.106

The number of wires is approximate and wire diameter is nominal; they shall be such as to satisfy the 
requirements of conductor resistance of IEC 60228 / DIN VDE 0295 / IS 8130 / BS 6360 or Ul83.

Note : 

Three Core

   Insulation  Sheath   Max. C.R in

 Sq. mm Nos/Dia. Thickness Core Dia. Thickness Cable Dia. ohm/km

   (Nom.) in mm (Nom.) in mm in mm (Nom.) in mm (Nom.) Copper

 3 C X 1 14/0.300 0.80 3 1.4 9.45

 3 C X 1.5 22/0.300 0.80 3.25 1.6 10.20 12.10

 3 C X 2.5 36/0.300 0.90 3.80 1.8 11.90 7.41

 3 C X 4 56/0.300 1.00 4.50 1.90 13.50 4.95

 3 C X 6 84/0.300 1.00 5.25 2.10 15.60 3.30

 3 C X 10 140/0.300 1.20 6.50 3.30 20.60 1.91

 3 C X 16 224/0.300 1.20 8.00 3.50 24.20 1.21

 3 C X 25 350/0.300 1.40 10.10 3.80 29.10 0.780

 3 C X 35 490/0.300 1.40 11.30 4.10 32.10 0.554

 3 C X 50 703/0.300 1.60 13.30 4.50 38.10 0.386

 3 C X 70 988/0.300 1.60 15.30 4.80 42.30 0.272

 3 C X 95 1349/0.300 1.80 18.00 5.30 49.10 0.206

 3 C X 120 608/0.500 2.00 19.80 5.90 54.60 0.161

 3 C X 150 760/0.500 2.20 22.00 6.00 59.50 0.129

 3 C X 185 943/0.500 2.400 23.70 6.50 64.30 0.106

The number of wires is approximate and wire diameter is nominal; they shall be such as to satisfy the 
requirements of conductor resistance of IEC 60228 / DIN VDE 0295 / IS 8130 / BS 6360 or Ul83.

Note : 

Five Core

The number of wires is approximate and wire diameter is nominal; they shall be such as to satisfy the 
requirements of conductor resistance of IEC 60228 / DIN VDE 0295 / IS 8130 / BS 6360 or Ul83.

Note : 

   Insulation  Sheath   Max. C.R in

 Sq. mm Nos/ ia. Thickness Core ia. Thickness Cable ia. ohm/kmD D D

   (Nom.) in mm ( om.) n mm in mm ( om.) n mm (Nom.) CopperN i N i

 5 C X 1 14/0.300 0.80 3.00 1.60 11.50 18.1

 5 C X 1.5 22/0.300 0.80 3.25 1.80 12.60 12.10

 5 C X 2.5 36/0.300 0.90 3.80 2.00 14.50 7.41

 5 C X 4 56/0.300 1.00 4.50 2.20 16.80 4.95

 5 C X 6 84/0.300 1.00 5.25 2.50 19.40 3.30

 5 C X 10 140/0.300 1.20 6.50 3.60 25.10 1.91

 5 C X 16 224/0.300 1.20 8.00 3.90 29.70 1.21

 5 C X 25 350/0.300 1.40 10.10 4.40 36.40 0.780

 5 C X 35 490/0.300 1.40 11.30 4.60 40.00 0.554

Flexible Rubber Cables For 
Flexible Connection To
Electrical Equipment (HO7RN-F)

Flexible Rubber Cables For 
Flexible Connection To
Electrical Equipment (HO7RN-F)
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H05G-K (300/500 V) 

2 Size in mm   Nos/Dia. (Nom.)  Insulation Thickness  Outer Dia in mm  Max. C.R in ohm/km
   in mm (Nom.) (Appx.) Copper 

 0.5 16/0.200 0.60 2.10 39.00

 0.75 24/0.200 0.60 2.20 26.00

 1 32/0.200 0.60 2.70 19.50 

> All are class 5 flexible conductor   > Insulation grade is T|1 

Conductor : Fine Stranded Flexible Copper to VDE 0295 IEC 60228 

Insulation : Rubber compound E13, Halogen Free, DIN VDE -282

Colour : Green/Yellow, Blue, Black, Brown, Grey, Orange, Pink, Red, Violet, White, Green,  

  Yellow or Other Colours

Flame Propagation : Flame Retardant Test as Per IEC 60332-1 

• Cable Features

• Special Heat Resistant Rubber Insulation

• High Current Carrying Capacity

• High Elasticity

• Excellent Resistant to Moisture, Abrasion, Grace, Oil

• Longer Flex Life

• Excellent Mechanical & Electrical Properties

• Harmonized Acc. to European Standards

• Tested by SGS, EIL, RITES, NPC, INTERTEK

CONSTRUCTION

TECHNICAL DATA

Operating Temp : -40°C to +110°C

Nominal Voltage : HO5G-K : 300/500 V HO7G-K : 450/750 V 

Test Voltage : HO5G-K : 2000 V  HO7G-K : 2500 V

Insulation Resistance : 10 MΩ x km

Min. Bending Radius : 5 x Cable Diameter 

HO5G-K, HO7G-K  
For Inside Wiring of Witch Board and Distributors as Well as of Operating Parts Such as in or on Lights 
with Normal Voltage Up to 1100 V.

Standard length Cable Packing

Coils 100 and 200 m in Carton Boxes, Reels 

APPLICATIONS

The number of wires is approximate and wire diameter is nominal; they shall be such as to satisfy the 
requirements of conductor resistance of IEC 60228 / DIN VDE 0295 / IS 8130 / BS 6360 or Ul83. 

Note : 

H07G-K (450/750 V) 

The number of wires is approximate and wire diameter is nominal; they shall be such as to satisfy the 
requirements of conductor resistance of IEC 60228 / DIN VDE 0295 / IS 8130 / BS 6360 or Ul83. 

Note : 

2 Size in mm   Nos/Dia. (Nom.)  Insulation Thickness  Outer Dia in mm  Max. C.R in ohm/km
   in mm (Nom.) (Appx.) Copper 

 1.5 30/0.250 0.70 3.25 13.30

 2.5 50/0.250 0.80 3.80 7.98

 4 56/0.300 0.80 4.50 4.95

 6 84/0.300 0.80 5.25 3.30

 10 140/0.300 1.00 6.50 1.91

 16 224/0.300 1.00 8.00 1.21

 25 350/0.300 1.20 10.10 0.780

 35 490/0.300 1.20 11.30 0.554

 50 703/0.300 1.40 13.50 0.386

 70 988/0.300 1.40 15.30 0.272

 95 1349/0.300 1.60 18.00 0.206

 120 608/0.500 1.60 19.80 0.161

 150 760/0.500  1.80 22.30 0.129

 185 943/0.500 2.00 23.90 0.106

 240 1225/0.500 2.20 26.80 0.0801

> All are class 5 flexible conductor   > Insulation grade is T|1 

SPECIAL FEATURES 

Heat Resistant Rubber Insulated Non
Sheathed, Cables For Internal Wiring
Of Electrical & Electronic Appliances
In Dry Area (H05G-K, H07G-K) 

Heat Resistant Rubber Insulated Non
Sheathed, Cables For Internal Wiring
Of Electrical & Electronic Appliances
In Dry Area (H05G-K, H07G-K) 
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Heat-resistant PVC Insulated 
Non Sheathed, Single Cable 
Flexible Cables For Internal 
Wiring (H05V2-K, H07V2-K) 

H05V2-K (300/500 V) 

2 Size in mm   Nos/Dia. (Nom.)  Insulation Thickness  Outer Dia in mm  Max. C.R in ohm/km
   in mm (Nom.) (Appx.) Copper 

 0.5 16/0.200 0.60 2.10 39.00

 0.75 24/0.200 0.60 2.20 26.00

 1 32/0.200 0.60 2.70 19.50 

> All are class 5 flexible conductor   > Insulation grade is T|1 

Conductor : Fine Stranded Flexible (Class 5 - Flexible Plain Copper) to VDE 0295 IEC 60228 

Insulation : Heat - resistant PVC core Insulation

Colour : Green/Yellow, Blue, Black, Brown, Grey, Orange, Pink, Red, Violet, White, Green,  

  Yellow or Other Colours

Flame Propagation : Flame Retardant Test as Per IEC 60332-1 

• Special Heat Resistant Rubber Insulation

• High Current Carrying Capacity

• Less Heat Energy Radiation

• High Elasticity

• Excellent Resistant to Moisture, Abrasion, Grace, Oil

• Excellent Mechanical & Electrical Properties

• Insulation is Highly Thermal Stable

• Harmonized Acc. to European Standards

• Tested by SGS, EIL, RITES, NPC, INTERTEK

CONSTRUCTION

TECHNICAL DATA

Operating Temp : -30°C to +90°C

Nominal Voltage : HO5V2-K : 300/500 V HO7V2-K : 450/750 V 

Test Voltage : HO5V2-K : 2000 V  HO7V2-K : 2500 V

Insulation Resistance : 20 MΩ x km

Min. Bending Radius : 4 x Cable Diameter 

HO5V2-K, HO7V2-K  
For Inside Wiring of Appliances as Well as Installation in an Electrical Conduit Pipe Either on or 
Underneath Plaster.

Standard length Cable Packing

Coils 100 and 200 m in Carton Boxes, Reels 

APPLICATIONS

The number of wires is approximate and wire diameter is nominal; they shall be such as to satisfy the 
requirements of conductor resistance of IEC 60228 / DIN VDE 0295 / IS 8130 / BS 6360 or Ul83. 

Note : 

H07V2-K (450/750 V) 

The number of wires is approximate and wire diameter is nominal; they shall be such as to satisfy the 
requirements of conductor resistance of IEC 60228 / DIN VDE 0295 / IS 8130 / BS 6360 or Ul83. 

Note : 

2 Size in mm   Nos/Dia. (Nom.)  Insulation Thickness  Outer Dia in mm  Max. C.R in ohm/km
   in mm (Nom.) (Appx.) Copper 

 1.5 30/0.250 0.70 3.25 13.30

 2.5 50/0.250 0.80 3.80 7.98

 4 56/0.300 0.80 4.50 4.95

 6 84/0.300 0.80 5.25 3.30

 10 140/0.300 1.00 6.50 1.91

 16 224/0.300 1.00 8.00 1.21

 25 350/0.300 1.20 10.10 0.780

 35 490/0.300 1.20 11.30 0.554

 50 703/0.300 1.40 13.50 0.386

 70 988/0.300 1.40 15.30 0.272

 95 1349/0.300 1.60 18.00 0.206

 120 608/0.500 1.60 19.80 0.161

 150 760/0.500  1.80 22.30 0.129

 185 943/0.500 2.00 23.90 0.106

 240 1225/0.500 2.20 26.80 0.0801

> All are class 5 flexible conductor   > Insulation grade is T|1 

SPECIAL FEATURES

Heat-resistant PVC Insulated 
Non Sheathed, Single Cable 
Flexible Cables For Internal 
Wiring (H05V2-K, H07V2-K) 
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Heat-resistant PVC Insulated 
Non Sheathed, Single Cable 
Cables For Internal Wiring
(H05V2-R, H07V2-R) 

H05V2-R (450/750 V) 

2 Size in mm   Nos/Dia. (Nom.)  Insulation Thickness  Outer Dia in mm  Max. C.R in ohm/km
   in mm (Nom.) (Appx.) Copper 

 0.5 7/0.30 0.60 2.20 36.00

 0.75 7/0.37 0.60 2.30 24.50

 1 7/0.43 0.60 2.70 18.10 

> All are class 2 flexible conductor   > Insulation grade is T|1 

Conductor : Multiple-wire, Round Copper Conductor Class 2, DIN VDE 0281, IEC 60228 

Insulation : Heat - Resistant Polyvinyl Chloride PVC Insulation

Colour : Green/Yellow, Blue, Black, Brown, Grey, Orange, Pink, Red, Violet, White, Green,  

  Yellow or Other Colours

Flame Propagation : Flame Retardant Test as Per IEC 60332-1 

• Special Heat Resistant Rubber Insulation

• High Current Carrying Capacity

• Less Heat Energy Radiation

• Excellent Resistant to Moisture, Abrasion, Grace, Oil

• Insulation is Highly Thermal Stable

• Long Flex Life

• Excellent Mechanical & Electrical Properties

• Harmonized Acc. to European Standards

• Tested by SGS, EIL, RITES, NPC, INTERTEK

CONSTRUCTION

TECHNICAL DATA

Operating Temp : -30°C to +90°C

Nominal Voltage : HO5V2-R : 300/500 V HO7V2-R : 450/750 V 

Test Voltage : HO5V2-R : 2000 V  HO7V2-R : 2500 V

Insulation Resistance : 20 MΩ x km

Min. Bending Radius : 4 x Cable Diameter 

HO5V2-R, HO7V2-R  
For Inside Wiring of Appliances as Well as Installation in an Electrical Conduit Pipe Either on or 
Underneath Plaster.

Standard length Cable Packing

Coils 100 and 200 m in Carton Boxes, Reels 

APPLICATIONS

H07V2-R (300/500 V)  

2 Size in mm   Nos/Dia. (Nom.)  Insulation Thickness  Outer Dia in mm  Max. C.R in ohm/km
   in mm (Nom.) (Appx.) Copper 

 1.5 7/0.52  0.70 3.00 12.1

 2.5 7/0.67  0.80 3.60 7.41

 4 7/0.85 0.80 4.30 4.61

 6 4/0.30 0.80 4.80 3.08

 10 7/1.35 1.00 6.10 1.83

 16 7/1.71 1.00 7.40 1.15

 25 7/2.14  1.20 8.90 0.727

 35 7/2.52  1.20 10.10 0.524

 50   19/1 .83 1.40 11.90 0.387

 70   19/2 .14 1.40 14.00 0.268

 95   19/2 .52 1.60 13.30 0.193

 120 37/2.03  1.60 17.80 0.153

 150 37/2.27   1.80 20.00 0.124

 185 37/2.52  2.00 23.80 0.0991

 240 61/2.24  2.20 26.50 0.0754

 300 61/2.50  2.40 29.60 0.0601

 400 61/2.88  2.60 34.00 0.047

 500 61/3.23  2.80 37.70 0.0366

 630 91/2.97  2.80 42.60 0.0283

> All are class 2 flexible conductor   > Insulation grade is T|1 

SPECIAL FEATURES

Heat-resistant PVC Insulated 
Non Sheathed, Single Cable 
Cables For Internal Wiring
(H05V2-R, H07V2-R) 
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PVC Insulated Non Sheathed
Single Cable Cables For
Internal Wiring (H05V-K, H07V-K) 

H05V-K (300/500 V)

2 Size in mm   Nos/Dia. (Nom.)  Insulation Thickness  Outer Dia in mm  Max. C.R in ohm/km 
   in mm (Nom.) (Appx.) Copper 

 0.5 16/0.200 0.60 2.10 39.00

 0.75 24/0.200 0.60 2.20 26.00

 1 32/0.200 0.60 2.70 19.50 

> All are class 5 flexible conductor   > Insulation grade is T|1 

Conductor : Fine Stranded Copper (Class 5, Flexible Plain Copper) to VDE 0281, IEC 60228 

Insulation : PVC Insulation Compound TI-1

Colour : Green/Yellow, Blue, Black, Brown, Grey, Orange, Pink, Red, Violet, White, Green,  

  Yellow or Other Colours

Flame Propagation : Flame Retardant Test as Per IEC 60332-1 

• High Current Carrying Capacity

• Excellent Resistant to Moisture, Abrasion, Grace, Oil

• Fine Copper Wires

• Long Flex Life

• Excellent Mechanical & Electrical Properties

• Harmonized Acc. to European Standards

• Steam and Boiling Water Resistant 

• Tested by SGS, EIL, RITES, NPC, INTERTEK

CONSTRUCTION

TECHNICAL DATA

Operating Temp : -20°C to +80°C

Nominal Voltage : HO5V-K : 300/500 V HO7V-K : 450/750 V 

Test Voltage : HO5V-K : 2000 V  HO7V-K : 2500 V

Insulation Resistance : 10 MΩ x km

Min. Bending Radius : 4 x Cable Diameter 

HO5V-K, HO7V-K
Fixed Installation in Conduits and Under Plaster, For Appliance Wiring Distribution Stations.

Standard length Cable Packing

Coils 100 and 200 m in Carton Boxes, Reels 

APPLICATIONS

H07V-K (450/750 V)

2 Size in mm   Nos/Dia. (Nom.)  Insulation Thickness  Outer Dia in mm  Max. C.R in ohm/km
   in mm (Nom.) (Appx.) Copper 

 1.5 30/0.250 0.70 3.25 13.30

 2.5 50/0.250 0.80 3.80 7.98

 4 56/0.300 0.80 4.50 4.95

 6 84/0.300 0.80 5.25 3.30

 10 140/0.300 1.00 6.50 1.91

 16 224/0.300 1.00 8.00 1.21

 25 350/0.300 1.20 10.10 0.780

 35 490/0.300 1.20 11.30 0.554

 50 703/0.300 1.40 13.50 0.386

 70 988/0.300 1.40 15.30 0.272

 95 1349/0.300 1.60 18.00 0.206

 120 608/0.500 1.60 19.80 0.161

 150 760/0.500 1.80 22.30 0.129

 185 943/0.500 2.00 23 .90 0.106

 240 1225/0.500 2.20 26 .80 0.0801

> All are class 5 flexible conductor   > Insulation grade is T|1 

The number of wires is approximate and wire diameter is nominal; they shall be such as to satisfy the 
requirements of conductor resistance of IEC 60228 / DIN VDE 0295 / IS 8130 / BS 6360 or Ul83.

Note : 

The number of wires is approximate and wire diameter is nominal; they shall be such as to satisfy the 
requirements of conductor resistance of IEC 60228 / DIN VDE 0295 / IS 8130 / BS 6360 or Ul83.

Note : 

SPECIAL FEATURES

PVC Insulated Non Sheathed
Single Cable Cables For
Internal Wiring (H05V-K, H07V-K) 
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PVC Insulated Non Sheathed
Single Cable Cables For
Internal Wiring (H05V-R, H07V-R) 

H05V2-R (450/750 V) 

2 Size in mm   Nos/Dia. (Nom.)  Insulation Thickness  Outer Dia in mm  Max. C.R in ohm/km
   in mm (Nom.) (Appx.) Copper 

 0.5 7/0.30 0.60 2.20 36.00

 0.75 7/0.37 0.60 2.30 24.50

 1 7/0.43 0.60 2.70 18.10 

> All are class 2 stranded conductor   > Insulation grade is T|1 

Conductor : Multiple-wire, Round Copper Conductor Class 2, DIN VDE 0281, IEC 60228 

Insulation : PVC Insulation Compound TI-1

Colour : Green/Yellow, Blue, Black, Brown, Grey, Orange, Pink, Red, Violet, White, Green,  

  Yellow or Other Colours

Flame Propagation : Flame Retardant Test as Per IEC 60332-1 

• High Current Carrying Capacity

• Excellent Resistant to Moisture, Abrasion, Grace, Oil

• Long Flex Life

• Excellent Mechanical & Electrical Properties

• Harmonized Acc. to European Standards

• Steam and Boiling Water Resistant

• Tested by SGS, EIL, RITES, NPC, INTERTEK

CONSTRUCTION

TECHNICAL DATA

Operating Temp : -20°C to max.+80°C

Nominal Voltage : HO5V-R : 300/500 V HO7V-R : 450/750 V 

Test Voltage : HO5V-R : 2000 V  HO7V-R : 2500 V

Insulation Resistance : Min. 10 MΩ x km

Min. Bending Radius : 4 x Cable Diameter 

HO5V-R, HO7V-R  
Fixed Installation in Conduits and Under Plaster, For Appliance Wiring and Distribution Stations.
 
Standard length Cable Packing
Coils 100 and 200 m in Carton Boxes, Reels 

APPLICATIONS

H07V2-R (300/500 V)  

2 Size in mm   Nos/Dia. (Nom.)  Insulation Thickness  Outer Dia in mm  Max. C.R in ohm/km
   in mm (Nom.) (Appx.) Copper 

 1.5 7/0.52 0.70 3.00 12.1 

 2.5 7/0.67 0.80 3.60 7.41 

 4 7/0.85 0.80 4.30 4.61 

 6 7/1 .05 0.80 4.80 3.08 

 10 7/1 .35 1.00 6.10 1.83 

 16 7/1 .71 1.00 7.40 1.15 

 25 7/2.14 1.20 8.90 0.727 

 35 7/2.52 1.20 10.10 0.524 

 50 19/1.83 1.40 11.90 0.387 

 70 19/2.14 1.40 14.00 0.268 

 95 19/2.52 1.60 13.30 0.193 

 120 37/2.03 1.60 17.80 0.153 

 150 37/2.27 1.80 20.00 0.124 

 185 37/2.52 2.00 23.80 0.0991 

 240 61/2.24 2.20 26.50 0.0754 

 300 61/2.50 2.40 29.60 0.0601 

 400 61/2.88 2.60 34.00 0.047 

 500 61/3.23 2.80 37.70 0.0366 

 630 91/2.97 2.80 42.60 0.0283 

> All are class 2 stranded conductor   > Insulation grade is T|1 

SPECIAL FEATURES

PVC Insulated Non Sheathed
Single Cable Cables For
Internal Wiring (H05V-R, H07V-R) 
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Normal / Heat Resistant 
PVC Flexible Multicore Cables
(H05VV-F, H05V2V2-F) 

H05VV-F, H05V2V2-F (300/500 V)

Conductor : Fine Stranded Copper (Class 5, Flexible Plain Copper) to VDE 0295, IEC 60228 

Insulation/ Sheath : HO5VV-F : PVC

  HO5V2V2-F : Heat Resistant PVC

Colour : White, Blue, Black or Per Party Order

• Special Heat Resistant Insulation

• High Current Carrying Capacity 

• Less Heat Energy Radiation 

• Longer Flex Life

• High Compatibility of Cores

• Excellent Resistant to Moisture, Abrasion, Grace, Oil 

• Excellent Mechanical & Electrical Properties  

• Insulation is Highly Thermal Stable 

• Harmonized Acc. to European Standards

• Tested by SGS, EIL, RITES, NPC, INTERTEK 

CONSTRUCTION

TECHNICAL DATA

Operating Temp : HO5VV-F : 20°C to +80°C HO5V2V2-F : 20°C to +80°C

Nominal Voltage : HO5VV-F : 300/500 V HO5V2V2-F : 450/750 V 

Test Voltage : HO5VV-F : 2.5 KV  HO5V2V2-F : 2.5 KV

Insulation Resistance : Min. 20 MΩ x km

Min. Bending Radius : 7 x Cable Diameter 

H05VV-F, H05V2V2-F
Cordage is a Flexible PVC Insulated, PVC Jacketed Harmonized Cord Recommended for use in 
Electronic and Electrical Equipment such as Office. 

Standard length Cable Packing

100, 200, 500 and 1000 m in Reels 

APPLICATIONS

NORMAL / HEAT RESISTANT 
PVC FLEXIBLE MULTICORE CABLES
(H05VV-F, H05V2V2-F) 

The number of wires is approximate and wire diameter is nominal; they shall be such as to satisfy the 
requirements of conductor resistance of IEC 60228 / DIN VDE 0295 / IS 8130 / BS 6360 or Ul83.

Note : 

Nom.
Sq. Area

Copper
Configuration

Nominal
Insulation
Thickness

Nominal Sheath Thickness in mm Appx. Overall Diameter in mm Max
Conductor
Resistance

0at 20 C

 0.75 24/0.200 0.60 0.80 0.80 0.80 0.90 6.20 6.50 710 800 26.00

 1 32/0.200 0.60 0.80 0.80 0.90 0.90 7.20 7.60 8.50 9.30 19.50

 1.5 30/0.250 0.70 0.80 0.90 1.00 1.10 7.80 8.45 9.50 10.55 13.30

 2.5 50/0.250 0.80 1.00 1.00 1.10 1.20 9.40 9.95 11.10 12.35 7.98

 4 56/0.300 0.80 1.10  120 1.20 1.40 10.60 11.40 12.50 14.10 4.95

> All are class 5 flexible conductor   > All are class 5 flexible conductor

> Insulation grade is T|2    > Insulation grade is T|3

> Sheathing grade is Tm2    > Sheathing grade is Tm3

SPECIAL FEATURES
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